NOGTES:

1) STANDARD PRECAST MANHOLE SECTIONS USE 48~
MINIMUM FOR PIPE SIZES TO 3D MAXIMUM USE 80°
MINIMUM FOR PIPE SIZES TG 427 MAXIMUM USE 72°%
847, OR 102" WHEN SPECIFIED.

2) USE ECCENTRIC PRECAST CONE FOR ALL
MANHQLES OVER FOUR FEET DEEF.

3) ALL MANHOLE RINGS & COVERS SHALL BE MFG. BY
INLAND FOUNDRY — PATTERN NO. 105 (STANDARD
FRAME) — PATTERN  NO. 107 (SUBURBAN FRAME)
— PATTERN NO. 101T  (TAMPERPROOF] — OR

FATTERN NO. 101W (WATERTIGHT) OR APFROVED
EQUAL.

4) INSTALL "LANE INTERNATIONAL CORP. P-14850”

STEPS 12" 0.C. IN ALL MANHOLES QOVER FOUR (4)
FEET DEEP — IN COMPLIANCE WITH 0.S.H.D. CFR

5) ALL SANITARY SEWER MANHOLE SECTION JOINTS
SHALL BE SEALED AS PER SECTION [11.4.0.02.4
OF THE STANDARDS.

&) MANHOLES WITHIN STREETS SHALL BE ADJUSTED TO
FINAL PAVING CRADE BEFORE WEARING COURSE IS

INSTALLED,

CONCRETE COLLAR SHALL BE INSTALLED

ON EVERY MANHOLE PER STANDARD DETAIL 205.

7) ALL RIGID PIPES CONNECTED TO THE MANHOLE
SHALL HAVE JOINTS 1 1/2 DIAMETERS QF THE
MANHOLE STRUCTURE.

8) CONE OR TOP MUST BE ROTATED SO AS T8 NOT
PLACE THE LD IN THE WHEEL FATH IN PAVED
AREAS AS DIRECTED BY THE ENGINEER.

9) MANHOLES INSTALLED OUTSIDE OF PAVED AREAS
SHALL BE IDENTIFIED WITH FIBERGLASS MARKING POST.

29—-1910.27.
MANHOLE COVER DIAMETER
SHALL BE 25 INCHES.
GROUT MANHOLE FRAME AND
COVER AS SPECIFIED —
RINGS MAY BE USED TO ADJUST
. STANDARD PRECAST MANHOLE COVER UP TD 12" MAX.
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